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MD 713 IS ASSUMED TO RUN IN
A NORTH-SOUTH DIRECTION

PROJECT DESCRIPTION

THIS PROJECT INVOLVES THE MODIFICATION OF THE EX!STiNG TRAFFIC CONTROL SIGNAL AT THE INTERSECTION OF MD 713
AND TEAGUE RD.IN ANNE ARUNDEL COUNTY. MD 713 IS ASSUMED TO RUN IN A NORTH-SOUTH DIRECTION.

INTERSECTION OPERATION

THE INTERSECTION CURRENTLY QPERATES IN A SiX PHASE FULLY-ACTUATED MODE WITH EXCLUSIVE-PERMISSIVE LEFT TURN
PHASES FOR N.B.AND S$.B.MD 713, AN ALTERNATE PEDESTRIAN PHASE ACROSS THE NORTH LEG OF THE INTERSECT!ON
AND A CONGCURRENT PEDESTRIAN PHASE ACROSS THE WEST LEG OF THE INTERSECTION.

PROJECT CONSTRUCTION

WORK WILL CONSIST OF REPLACING THE EXISTING HANDHOLES, CONDUIT, AND PASSAGE DETECTION FOR

NORTHBOUND MD 713.
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B. EQUIPMENT TO BE FURNISHED ANDAOR INSTALLED BY CONTRACTOR
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ALL EQUIPMENT SHALL HAVE CATALOG CUTS SUBMITIED TO OOTS FOR

APPROVAL PRIOR TO INSTALLATION.

QUANTITY DESCRIPTION
LS MAINTENANCE OF TRAFFFIC
LS REMOVAL AND DISPOSAL OF EXISTING EQUIPMENT
2 EA, FURNISH AND INSTALL MICRO-LOOP PROBE WITH 1000' LEAD-IN
3 EA. FURNISH AND INSTALL HANDHOLE ﬁ
10 LF. FURNISH AND INSTALL 1 IN. LIQUID-TIGHT, NON-METALLIC- CONDUIT
325 LF, FURNISH AND INSTALL 3 IN. SCHEDULE 80, PVC ELECTRICAL CONDUIT-~ (TRENCHED)
30 LF. FURNISH AND INSTALL 3 IN. SCHEDULE 80, PVC ELECTRICAL CONDUIT- (BORED)
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'PHASING NOTES: | | | «
1) PHASES ASSCOCIATED BY A SOLID LINE WILL NOT OPERATE _CONOURRENT.LY.
2.) PHASES ASSOCIATED BY A DASHED LINE MAY OPERATE CONCURRENTLY.

l = \\\ A CONSTRUCTION DETAILS
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\ m \ v D. INSTALL 3 IN. SCHEDULE 80, PVC ELECTRICAL CONDUIT ( BORED)
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GENERAL NOTES

RESOLVED.

1. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE.
THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING MISS UTILITY PRIOR TO CONSTRUCTION 8O THAT ALL UTILITIES
MAY BE LOCATED IN THE FIELD.IF THE CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN UTILITIES AND TRAFFIC SIGNAL
EQUIPMENT WILL OCCUR, THE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER IMMEDIATELY SO THE CONFLICT MAY BE

2. INSTALL THE MICRO-LOOP PROBE LEAD-IN THROUGH THE PROPOSED AND EXISTING CONDUIT TO THE EXISTING
BASE MOUNTED CABINET.
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